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annual mass emissions, calculated ac-
cording to paragraph (h)(3)(iii) of this 
section, are less than or equal to 29.0 
pounds. Use the average Hg emission 
rate from paragraph (h)(5)(i) of this 
section in your calculations. 

(i) Liquid-oil fuel moisture measure-
ment. If your EGU combusts liquid 
fuels, if your fuel moisture content is 
no greater than 1.0 percent by weight, 
and if you would like to demonstrate 
initial and ongoing compliance with 
HCl and HF emissions limits, you must 
meet the requirements of paragraphs 
(i)(1) through (5) of this section. 

(1) Measure fuel moisture content of 
each shipment of fuel if your fuel ar-
rives on a batch basis; or 

(2) Measure fuel moisture content 
daily if your fuel arrives on a contin-
uous basis; or 

(3) Obtain and maintain a fuel mois-
ture certification from your fuel sup-
plier. 

(4) Use one of the following methods 
to determine fuel moisture content: 

(i) ASTM D95–05 (Reapproved 2010), 
‘‘Standard Test Method for Water in 
Petroleum Products and Bituminous 
Materials by Distillation,’’ or 

(ii) ASTM D4006–11, ‘‘Standard Test 
Method for Water in Crude Oil by Dis-
tillation,’’ including Annex A1 and Ap-
pendix A1. 

(iii) ASTM D4177–95 (Reapproved 
2010), ‘‘Standard Practice for Auto-
matic Sampling of Petroleum and Pe-
troleum Products,’’ including Annexes 
A1 through A6 and Appendices X1 and 
X2, or 

(iv) ASTM D4057–06 (Reapproved 
2011), ‘‘Standard Practice for Manual 
Sampling of Petroleum and Petroleum 
Products,’’ including Annex A1. 

(5) Use one of the following methods 
to obtain fuel moisture samples: 

(i) ASTM D4177–95 (Reapproved 2010), 
‘‘Standard Practice for Automatic 
Sampling of Petroleum and Petroleum 
Products,’’ including Annexes A1 
through A6 and Appendices X1 and X2, 
or 

(ii) ASTM D4057–06 (Reapproved 2011), 
‘‘Standard Practice for Manual Sam-
pling of Petroleum and Petroleum 
Products,’’ including Annex A1. 

(6) Should the moisture in your liq-
uid fuel be more than 1.0 percent by 
weight, you must 

(i) Conduct HCl and HF emissions 
testing quarterly (and monitor site- 
specific operating parameters as pro-
vided in § 63.10000(c)(2)(iii) or 

(ii) Use an HCl CEMS and/or HF 
CEMS. 

(j) Startup and shutdown for coal- 
fired or solid oil derived-fired units. 
You must follow the requirements 
given in Table 3 to this subpart. 

(k) You must submit a Notification 
of Compliance Status summarizing the 
results of your initial compliance dem-
onstration, as provided in § 63.10030. 

[77 FR 9464, Feb. 16, 2012, as amended at 77 
FR 23403, Apr. 19, 2012; 78 FR 24084, Apr. 24, 
2013] 

§ 63.10006 When must I conduct subse-
quent performance tests or tune- 
ups? 

(a) For liquid oil-fired, solid oil-de-
rived fuel-fired and coal-fired EGUs 
and IGCC units using PM CPMS to 
monitor continuous performance with 
an applicable emission limit as pro-
vided for under § 63.10000(c), you must 
conduct all applicable performance 
tests according to Table 5 to this sub-
part and § 63.10007 at least every year. 

(b) For affected units meeting the 
LEE requirements of § 63.10005(h), you 
must repeat the performance test once 
every 3 years (once every year for Hg) 
according to Table 5 and § 63.10007. 
Should subsequent emissions testing 
results show the unit does not meet the 
LEE eligibility requirements, LEE sta-
tus is lost. If this should occur: 

(1) For all pollutant emission limits 
except for Hg, you must conduct emis-
sions testing quarterly, except as oth-
erwise provided in § 63.10021(d)(1). 

(2) For Hg, you must install, certify, 
maintain, and operate a Hg CEMS or a 
sorbent trap monitoring system in ac-
cordance with appendix A to this sub-
part, within 6 calendar months of los-
ing LEE eligibility. Until the Hg CEMS 
or sorbent trap monitoring system is 
installed, certified, and operating, you 
must conduct Hg emissions testing 
quarterly, except as otherwise provided 
in § 63.10021(d)(1). You must have 3 cal-
endar years of testing and CEMS or 
sorbent trap monitoring system data 
that satisfy the LEE emissions criteria 
to reestablish LEE status. 
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(c) Except where paragraphs (a) or (b) 
of this section apply, or where you in-
stall, certify, and operate a PM CEMS 
to demonstrate compliance with a fil-
terable PM emissions limit, for liquid 
oil-, solid oil-derived fuel-, coal-fired 
and IGCC EGUs, you must conduct all 
applicable periodic emissions tests for 
filterable PM, individual, or total HAP 
metals emissions according to Table 5 
to this subpart, § 63.10007, and 
§ 63.10000(c), except as otherwise pro-
vided in § 63.10021(d)(1). 

(d) Except where paragraph (b) of this 
section applies, for solid oil-derived 
fuel- and coal-fired EGUs that do not 
use either an HCl CEMS to monitor 
compliance with the HCl limit or an 
SO2 CEMS to monitor compliance with 
the alternate equivalent SO2 emission 
limit, you must conduct all applicable 
periodic HCl emissions tests according 
to Table 5 to this subpart and § 63.10007 
at least quarterly, except as otherwise 
provided in § 63.10021(d)(1). 

(e) Except where paragraph (b) of this 
section applies, for liquid oil-fired 
EGUs without HCl CEMS, HF CEMS, or 
HCl and HF CEMS, you must conduct 
all applicable emissions tests for HCl, 
HF, or HCl and HF emissions according 
to Table 5 to this subpart and § 63.10007 
at least quarterly, except as otherwise 
provided in § 63.10021(d)(1), and conduct 
site-specific monitoring under a plan 
as provided for in § 63.10000(c)(2)(iii). 

(f) Unless you follow the require-
ments listed in paragraphs (g) and (h) 
of this section, performance tests re-
quired at least every 3 calendar years 
must be completed within 35 to 37 cal-
endar months after the previous per-
formance test; performance tests re-
quired at least every year must be 
completed within 11 to 13 calendar 
months after the previous performance 
test; and performance tests required at 
least quarterly must be completed 
within 80 to 100 calendar days after the 
previous performance test, except as 
otherwise provided in § 63.10021(d)(1). 

(g) If you elect to demonstrate com-
pliance using emissions averaging 
under § 63.10009, you must continue to 
conduct performance stack tests at the 
appropriate frequency given in section 
(c) through (f) of this section. 

(h) If a performance test on a non- 
mercury LEE shows emissions in ex-

cess of 50 percent of the emission limit 
and if you choose to reapply for LEE 
status, you must conduct performance 
tests at the appropriate frequency 
given in section (c) through (e) of this 
section for that pollutant until all per-
formance tests over a consecutive 3- 
year period show compliance with the 
LEE criteria. 

(i) If you are required to meet an ap-
plicable tune-up work practice stand-
ard, you must conduct a performance 
tune-up according to § 63.10021(e). 

(1) For EGUs not employing neural 
network combustion optimization dur-
ing normal operation, each perform-
ance tune-up specified in § 63.10021(e) 
must be no more than 36 calendar 
months after the previous performance 
tune-up. 

(2) For EGUs employing neural net-
work combustion optimization systems 
during normal operation, each perform-
ance tune-up specified in § 63.10021(e) 
must be no more than 48 calendar 
months after the previous performance 
tune-up. 

(j) You must report the results of 
performance tests and performance 
tune-ups within 60 days after the com-
pletion of the performance tests and 
performance tune-ups. The reports for 
all subsequent performance tests must 
include all applicable information re-
quired in § 63.10031. 

[77 FR 9464, Feb. 16, 2012, as amended at 77 
FR 23403, Apr. 19, 2012; 78 FR 24085, Apr. 24, 
2013] 

§ 63.10007 What methods and other 
procedures must I use for the per-
formance tests? 

(a) Except as otherwise provided in 
this section, you must conduct all re-
quired performance tests according to 
§ 63.7(d), (e), (f), and (h). You must also 
develop a site-specific test plan accord-
ing to the requirements in § 63.7(c). 

(1) If you use CEMS (Hg, HCl, SO2, or 
other) to determine compliance with a 
30-boiler operating day rolling average 
emission limit, you must collect data 
for all nonexempt unit operating condi-
tions (see § 63.10011(g) and Table 3 to 
this subpart). 

(2) If you conduct performance test-
ing with test methods in lieu of contin-
uous monitoring, operate the unit at 

VerDate Mar<15>2010 11:50 Sep 10, 2013 Jkt 229161 PO 00000 Frm 00179 Fmt 8010 Sfmt 8010 Q:\40\40V15.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2013-10-18T12:37:53-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




